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ITP-58 BT

Model
Printing method

Printing width
Paper thickness
Bar code

Character per
line

NV flash
Power supply
Battery

Working
enviroment

Drivers

Dimension

Warranty

ITP-58 BT
Direct thermal

58 mm
0.06~0.08mm

UPC-A/UPC-E/JAN13
(EAN13)/JANS
(EAN8)/CODABAR/ITF/CODE39/
CODE93/CODE128/QR
CODE/PDF417

384 dots/line

64 Bytes
Input: AC 110V/240V, 50~60Hz
7.4V/2000 mAh

Temperature (0~459c)
Humidity (10~80%)

Win9X/Win200x/WinXP/Win7/W
in8/Win10/Linux/IOS/Android

111x88x41 mm (LxWxH)

2 years

Colour

Printing speed
Paper diameter
Resolution
Character size

Interface

Input buffer
Power
Reliability

Storage
environment

Command

Gross weight

Black
80 mm/sec

< 30mm
8 dots (203dpi)

ANK, Font A: 12x24 dots

Font B: 9x17 dots
simplified/tradicional Chinese:
24x24 dots

Bluetooth/USB/Serial

32 Bytes
Output: AC 9V-2A
Printing head life: 50 km

Temperatura: -10~60°c
Humidity: 10~90%

Compatible with ESC/POS

0,22 Kg.

Includes belt cover
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